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A La Carte Exomist Order Process 

MP Systems has engineered an a la carte order process to create custom kits tailored to any machine 
tool install. This guide is intended as a walk-through of how to quote or order a complete kit for a reliable 
and quick installation. 

There are three options for ordering an A La Carte Exomist Kit: 

1. Exomist unit with Adjustable Hard Duct with measurements – quickest, most cost effective 

For a complete kit, you must know all variables below. This is the ideal order process.  
To receive a complete kit, you must provide: 

 Exomist Unit Model (including voltage + coolant type) 

 Mounting Configuration 

 Complete Hard Duct Order Form – including part numbers for segments A,B and C  

 Baffle Part Number 

2. Exomist Unit with Adjustable Hard Duct – without measurements 

If you can not complete a Hard Duct Order Form including measurements, you 
will receive an incomplete kit.  

You can submit segment part numbers after an Exomist has been ordered – shipping will be more 
expensive and it could delay install. We have adjustable pipe in stock; most lengths of pipe can be 
shipped UPS RED if needed, just be aware this will cost considerably more, and take more time. 

If you cannot get measurements, your only option is flexible hose. 

3. Exomist Unit with Flexible Hose – measurements not required 

For a complete kit, you must know all variables below: 

 Exomist Unit Model (including voltage + coolant type) 

 Mounting Configuration 

 Hose diameter needed 
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A La Carte Exomist Order Form 

1. Choose an Exomist Unit: 

 DVM (HPM M) 350 – 700 cfm 

 DVL (HPM L) 650 – 1200 cfm 

Coolant Type 

 Water-based coolant 

  Oil 

Voltage Required 

 Low Volt 220-240V 

 High Volt 440-480V 

 M4000 (440-480V only) 1150 – 2300 cfm 

 M8000 (440-480V only) 2300 – 4600 cfm 

2. Select a mounting bracket (Omit if M4000/8000): 

 Pump Mount – PM  

 R1 (single pumps; ex. RF8, VR8, etc.) 

 R2 (twin Pumps; ex. VRT, VR16, RT, etc.) 

 RC (to mount on pump mounted chiller; Tower of Power) 

 Stand Mount/Remote Mount – RM  

 Machine Mount – MM  

3. Is the Machine Prepped for Mist Collection? 

 Yes 

What diameter is the plenum?   6”   8”  12”  Other: ______ 

 No 

Do you need a machine adapter?   Yes  No 

4. Select a baffle using the “Baffle Sizing and Install Guide”: 

 Baffle Part Number: ______________ 
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5. Select a plumbing Option:  

 Flexible Hose (choose a hose length): 

 12.5’ length 

 25’ length 

 Hard Duct: 

 Machine Mist Port Orientation (required for gen duct kit): 

  Vertical Mist Port  Horizontal Mist Port   Unknown 

 Can you measure now? 

 Yes (Please reference “A La Carte Measurement Guide” to get below part numbers): 

 Part Number for Segment A: ___________________ 

 Part Number for Segment B: ___________________ 

 Part Number for Segment C: ___________________ 

 No, but I can later** 

FOR HARD DUCT, IF YOU SELECT NO/UNKOWN PLEASE NOTE: MP cannot quote hard duct without 
measurements. From the information above, you can select a “gen duct kit” that includes base components of a 
hard duct kit (elbows, gaskets, clamps, couplers). You are required to measure before receiving any adjustable 
lengths. If you plan on measuring later, MP can ship most adjustable lengths UPS RED if needed – please be 
aware cost of shipping pipe UPS RED varies, and can be double to triple the cost of standard LTL or ground 
shipments; You will be responsible for all additional shipping costs associated with shipping ductwork separately 
from the order. 

** If you cannot get measurements (now or later), your only option is flexible hose. 

You must submit a “Hard Duct Order Form” with any purchase order containing hard duct. 

 

 

 
 

 
  

 
 

 

Baffle Sizing & Install Utilizing Baffles A La Carte Hard Duct 
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Glossary of Kits and Part Numbers 

Exomist Units  

 
Electrical Kits  

 

Mounting Brackets  

 

 
 

 

 PART NUMBER (Water-based) PART NUMBER (Oil) 

DVM / HPM M AT EXOMIST DVM E 
AT EXOMIST DVM E 480V 

AT EXOMIST DVM OIL 
AT EXOMIST DVM OIL 480V 

DVL / HPM L AT EXOMIST DVL E 
AT EXOMIST DVL E 480V 

AT EXOMIST DVL OIL 
AT EXOMIST DVL OIL 480V 

M4000 / M SERIES AT EXOMIST M4000 480V AT EXOMIST M4000 480V 
M8000 / M SERIES AT EXOMIST M8000 480V AT EXOMIST M8000 480V 

 Voltage PART NUMBER (DVM – HPM M) PART NUMBER (DVL – HPM L) 

Pump Mount 220-240V AK EXO PM DVM 230V AK EXO PM DVL 230V 

440-480V AK EXO PM DVM/L 480V AK EXO PM DVM/L 480V 

Stand/Remote 
Mount 

220-240V AK EXO RM DVM 230V AK EXO RM DVL 230V 

440-480V AK EXO RM DVM/L 480V AK EXO RM DVM/L 480V 

Universal Machine 
Mount 

220-240V AK EXO MM DVM 230V AK EXO MM DVL 230V 

440-480V AK EXO MM DVM/L 480V AK EXO MM DVM/L 480V 

 PART NUMBER Machine Tool/Pump Model 

Pump Mount AK R1 EXO BRKT Single Pumps – RF8, VR8, RF8 WD, VR8 WD, etc. 
AK R2 EXO BRKT Twin Pumps – RF16, VR16, RT, VRT, VRT WD, etc. 

AK RC EXO BRKT Tower of Power – any pump w/ RC36 chiller 

Stand Mount AK MC EXO VERT STAND Universal 

Machine Mount AK UNI EXO BRKT BLK Universal 
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Flexible Hose Kits  

 Diameter Hose Length 
AK 6” REMOTE MC HOSE KIT EXO 6” 12.5’ 

AK 6” MC HOSE KIT EXO 25’ 6” 25’ 

AK 8” REMOTE MC HOSE KIT EXO 8” 12.5’ 

AK 8” MC HOSE KIT EXO 25’ 8” 25’ 

 

Reducers and Adapters  

If Exomist inlet and machine inlet do not match, we have reducers and adapters available to either decrease or 
increase the hose diameter.  

 DVM Compatibility DVL Compatibility Note 
MC REDUCER 8X6 FLANGE No Yes, used when machine tool 

mist port is 6” diameter 6” hose/duct 

MC REDUCER 8X6 Yes, use when machine tool 
mist port is 8” diameter 

No 6” hose/duct  

 
HEPA Modules  

 KIT CONTENTS Exomist Compatibility 
MCF EXO HPM700 HEPA D-H13 HEPA MODULE + FILTER  C700, DVM – HPM M 

MCF EXO HPM1000 HEPA D-H13 HEPA MODULE + FILTER C1000, C1200, DVL – HPM L 
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