
Key Features
• 95% efficiency (standard)
• 99.97% efficiency with optional HEPA filter
• 208V/230V standard (480V optional)
• Up to 1200 CFM
• Variable speed blower
• Washable baffle & impinger
• Only uses 4 amps
• Door interlock safety switch
• Installation kit included
• PLC display
• 2-Year parts warranty

Filtration
• 3-Stage
• Replaceable box filters
• Optional HEPA filter Footprint

24”L x 24”W x 26”H   
350 lbs. Ship Weight 

Cleaner Air, Less Coolant Waste
The MP1200 keeps coolant mist out of the environment to improve overall air quality. It works by 
pulling mist from the machine's cabinet and recycling it back into the coolant tank. The MP1200 is 
available in multiple mounting configurations to fit the needs of any shop.

MP Systems | 34 Bradley Park Road, East Granby, CT 06026 | 877-689-1860 | mpteam@mp-systems.net | www.mp-systems.net

Demand Quality.  Insist on MP Systems.

Advantages of Pump Mounted Option

• Mounts to R & VR Series HPCS. No stand required.
• Drains back to HPCS tank
• Powered by HPCS. Plug & play into R & VR Series
• PLC control through the HPCS
• Can be retrofitted to most pumps in the field (Contact 

MP Systems with any questions)

Made in the 
USA

MP 1200 Mist Collector




