
MIST COLLECTION SOLUTIONS
Cleaner Air. Longer Filter Life. Better Working Environment.

MP Systems offers a comprehensive range of ExoMist mist collectors for water and oil-based coolants. Installing a mist collector is 
quick and consistent with our complete installation kits and adjustable duct work.

Our focus is providing reliable, repeatable installations, maximizing filter life and keeping the air inside your shop clean.
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MIST COLLECTION PERFORMANCE DEPENDS oN THE 
COMPLETE SYSTEM, NOT JUST THE MIST COLLECTOR.

Complete Engineered Mist Collection Systems

ENGINEERED IN

THE USA

Demand Quality.  Insist on MP Systems.

OPTIMIZED FILTER LIFE

SIMPLIFIED & STANDARDIZED INSTALLATION

SEVERAL SIZE OPTIONS TO FIT ANY MACHINE 
TOOL’S NEEDS

•	 Wide CFM range and properly sized baffle ensures only mist 
is captured - not coolant droplets.

•	 Multi-stage filtration - up to 99.97% efficiency with optional 
HEPA filter.

•	 Telescoping hard pipe systems allow for reliable, consistent 
installations.

•	 Pump mounted option is the ideal configuration for convenient 
installation, seamless integration and a singular footprint.

•	 DVM 350 - 700 CFM
•	 DVL 650 - 1200 CFM
•	 M4000 Up To 2350 CFM
•	 M8000 Up To 4700 CFM
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HARD DUCT ADVANTAGE

2

3

1

Traditional duct systems require exact measurements and need to be installed precisely in the field, leaving little room for error. MP 
Systems created adjustable ductwork systems that make the measurement, order and install of hard ductwork simple – allowing a wide 
range of adjustability in the field.  

Fits a wide range of machine depths 
and remote mounting options.

Accommodates different machine 
heights.
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Allows for precise routing around 
obstructions

1
Angular Adjustment

Horizontal Adjustment

Vertical Adjustment

Range of adjustability

When mounting a mist collector remotely, placement options may be limited 
due to tight machine packing, large bar-feeders and other peripherals already 
installed around the machine or unavoidable obstructions within the shop 
space. 

MP’s hard duct systems are offered with sleeved piping sections the provide a 
range of adjustability from 6” up to 110”.

*Example shown with 3’ piping section
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INSTALL ZONE

Sagging hose = Poor performance

	▪ Sagging restricts air flow

	▪ Coolant pools in low spots

	▪ Limits remote mounting options

	▪ Hose can collapse/tear

	▪ Shorter filter life

	▪ Poor appearance

	▪ Hard duct allows for standardized, consistent, 
professional installation without multiple trips to 
the hardware store

	▪ Reverse ‘U’ duct-run provides adjustment in 
multiple directions allowing for convenient remote 
mounting options

	▪ Back-flow of large coolant droplets ensures only 
mist enters the mist collector - maximizing filter 
life

	▪ Self supported system - no sagging or low spots for 
coolant to pool

Rigid, adjustable duct = Maximum performance
FLEXIBLE HOSE (THE PROBLEM) MP ADJUSTABLE HARD DUCT (THE SOLUTION)
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BAFFLES & COMPLETE ENGINEERED KITS

MOUNTING OPTIONS

PUMP MOUNT (Ideal Configuration) MACHINE MOUNT

FLOOR STAND

Mounts directly to RF8/VR8/VRT HPCS.
- Simplified installation
- Integrated functions
- Powered through the pump
- Singular footprint saves floor space

Mounts to the side or top of the machine tool.

Stand-alone solution for any machine tool 
application.

6”, 8” and 12” pipe is in stock and ready to ship from our warehouse in Enfield, CT. Mis-measured or need additional pipe? 
No problem, we can ship pipe RED.
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MAXIMIZE FILTER LIFE BY UTLIZING A BAFFLE

RAIN FOG

A properly sized baffle is important. It slows down the 
airflow at the mist collector’s inlet. If we don’t slow the air 
down, it will suck in the rain along with the fog which will 
clog the filters, leading to shortened filter life and increased 
maintenance costs.

Ensure that the mist collector is pulling in mist, not rain.

Select ExoMist Model Confirm Options Provide Measurements Complete Kit 
Assembled & Shipped

Receive Your Complete 
Installation KitDVM, DVL, M4000 or 

M8000
Voltage, mounting 

configuration & coolant 
type.

Horizontal, vertical, and 
offset (all other parts 
standard for common 

installs).

Includes hard duct, 
baffle, hardware and all 

other components.

Ready to install - no 
more trips to the 
hardware store.

COMPLETE KIT ORDER PROCESS

1 2 3 5 6

Note: Flex hose available if required.



HPM M (DVM) HPM L (DVL) M4000 M8000

HEIGHT 34.3 in 37.8 in 118 in 118 in

LENGTH 19.5 in 23.4 in 31.5 in 31.5 in

WIDTH 19.5 in 23.4 in 31.5 in 63 in

HPM M (DVM) HPM L (DVL) M4000 M8000

NOMINAL AIR FLOW RATE 350–700 CFM 650–1200 CFM Up To 2350 Up To 4700

STATIC PRESSURE 1160 Pa 1400 Pa 2570 Pa 2570 Pa

SOUNDS LEVEL 66 dB 72 dB 68 dB 72 dB

WEIGHT 330 LBS 440 LBS 1058 LBS 2160 LBS

MOTOR 1 HP 3 HP 7.4 HP 7.4 HP

AVERAGE CONSUMPTION 280–350 W 320–600 W

VOLTAGE OPTIONS 200/230V OR 400/460V 200/230V OR 400/460V 400/480V Only 400/480V Only

INLET DIAMETER 6 in 8 in 12 in 12 in

RAL 7035 / 7037 7035 / 7037 7035 / 7037 7035 / 7037
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*Information subject to change without notice.

ExoMist M4000 ExoMist M8000

EXOMIST TECHNICAL SPECS

ExoMist DVM (HPM M) / DVL (HPM L)


